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TrTT orr ugh Loader®rr Contatt inii er/rr C// ompactor Can
Be InII statt llll ed InII FrFF orr nt Of Rear Loaders For

Multitt -ii Commodidd tyt Collection

KANN Containers

Side Dump Containers/Compactors
Split For Multiple Commodities
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Proudly built in the USA

STANDARD CONTAINER

• 6000 LB lift/dump capacity

• 1000 LB trough capacity

• Low loading height of 2 IN below chassis
frame height

• Dump height of 46 IN above top of frame

• 50° dump angle

• Trough elevates remaining upright and then
dumps into top center of container

• Container walls have stretch skin design for
strength and complete commodity discharge

• Frame mounted stabilizer leg

COMPACTOR
• Trough LoaderTM plastics compactor

OPTIONS

• Cart tipper (65-90 GAL)

• Container viewing windows

• Street side manual loading doors

• Recycle box hooks

• Paint (metallic, multi-color, and striping)

• Ship loose

Trough Loader®

STANDARD
CONTAINER

5.0 YD³ (42")
5.7 YD³ (48")
6.5 YD³ (54")
7.2 YD³ (60")
8.0 YD³ (66")
8.7 YD³ (72")
9.5 YD³ (78")
10.2 YD³ (84")

TL PLASTICS
COMPACTOR
TC-42 (42")
TC-48 (48")
TC-54 (54")

2-Way Split
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Capacity of
Uncompacted Plastic

20.0 YD³

23.2 YD³

26.4 YD³

3-Way Split
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SD PLASTICS
COMPACTOR

KP 2600 (26")
KP 3640 (36")
KP 3600 (36")
KP 4440 (44")
KP 4400 (44")

SD CARDBOARD
COMPACTOR

KC 50 (50")

Capacity of
Uncompacted Plastic

15.5 YD³
17.3 YD³

21.0 YD³
21.6 YD³
26.2 YD³

Capacity of
Uncompacted Cardboard

Contact KANN

Side Dump
STANDARD
CONTAINER

2.8 YD³ (26")
4.0 YD³ (36")
5.0 YD³ (44")
6.5 YD³ (56")
7.6 YD³ (64")

2-Way Split
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3-Way Split
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STANDARD CONTAINER

• 6000 LB container lift/dump capacity

• 21 IN loading height above frame

• Dual side loading

• Adjustable loading door has five open positions

• Unloading doors relock automatically

• Container flip lids

• 50° dump angle

• Stretch skin design for strength and complete
commodity discharge

• Dump height up to 76 IN above top of frame

• Street side dump mounting

• Hydraulic stabilizer leg

COMPACTOR
• Side Dump plastics compactor: continuous

cycle, hoist mounted lift to dump, and dump

• Side Dump cardboard compactor: eject only

OPTIONS

• Cart tipper (60-90 GAL)

• Recycle box hooks

• Paint (metallic, multi-color, and striping)

• Ship loose

vavv rirr etyt of contatt inii er and compactor
optitt ons allll ow foff r effff iff cient collection of
numerorr us commodidd titt es and eliminates
crorr ss contatt minii atitt on.

Containers are available to ship loose.

TrTT orr ugh Loader contatt inii ersrr can havevv upu to
two cartrr titt pii persrr per trtt orr ugh.

• Side Dump Compactor Container - 21 YD³ of uncompacted milk jugs compacted into 1 YD³

• Trough Loader Compactor Container - 16 YD³ uncompacted milk jugs compacted into 1 YD³

• Split Containers hold two or three different commodities without cross contamination.


